
The Psion Teklogix Sibo SDK for Windows® CE 4.2 and CE 5.0 and provides support for 

programming in Sibo ‘C’ and OPL . This SDK is intended as a porting tools to allow for the 

migration of existing applications from the Workabout MX to Psion Teklogix’s newe r 

Windows® CE based terminals.  

This download contains both the SIBO 'C' and the SIBO OPL migration kits compatible with 

any Psion Teklogix Windows CE 5.0 based terminal. Select the appropriate kit during 

installation.  

For more information on porting existing applications see the “OplMigrationGuide.pdf” and 

“CMigrationGuide.pdf” that comes with this SDK.  

System Requirements 
Development system: Windows 2000, XP Professional or Vista, 600 MHz Pentium III, 256 

MB Memory, 350 MB free disk space.  

Supported Devices  
This release supports the following handheld computers and vehicle mount computers:  

 Psion Teklogix WORKABOUT PRO Mobile Computer – Windows CE 4.2 and CE 5.0 

Changes in V2.0 Release:  
Support for Windows CE 5.0 devices.   

Added trigger indications for OPL applications   

Fixed unaligned access errors in FileSystem driver   

Fixed invalid windows handle usage in wlib   

Fixed bug in p_sound function, it would fail after 128 consecutive calls.   

Fixed command line data associated wi th OPL PREXEC and ‘C’ p_execc calls   

Fixed handling of empty command line associated with OPL PREXEC and ‘C’ p_execc calls  

 


